
Forced circulation system  

SSH1700-20,0 
 

      

S3 

S2 

Sensor pocket 

1/2’’x200mm 

Combi Tank HSK1700PR 

Cold water inlet 
ATTENTION: Follow local 

regulations for safety device 

Flow & Pressure Drop info 
 

Specific flow: 25l/(h m²) 

Absorber area: 2,26m² x 8= 18,08m² 

Total collector field flow: 452 l/h or 7,531l/min 

Collector field pressure drop: 16,20kPa or 162mbar 

 

Connection pipes info 
 

Cu Ø18x1: 6,8 mbar/m 

Cu Ø22x1: 2,4 mbar/m 

 (range between 0,5 to 0,7 m/s) @ 452 l/h 

S1 

Domestic hot water 

V1 

R1 
1. Electrical element 9kW – 3ph, connected through optional driven relay. 

2. On/Off Gas/Oil boiler 

Expansion vessel 80lt 
Solar station 

8 x solar collectors ALTER2504 

Compression plug Ø22 

Flow meter 2-12 l/min 

Nipple 3/4’’x1’’ 

Compression 

fitting Ø22x3/4’’M 

Compression 

plug Ø22 

Compression 

plug Ø22 

Compression 

plug Ø22 

Air vent 1/2’’ 

Air vent 1/2’’ 

Sensor valve 

Ø22x3/4’’M 

Nipple 

3/4’’x1/2’’ 
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3/4" Service Valve for 

expansion vessels 

Hydraulic Adapter 1’’x 1’’ 


